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Pumping station Aqualift F Mono/Duo in the Komfort inspection chamber LW 1000
Installation in the ground
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Pos. Description Article #
1 Sewage pump
1a 1.3 kW, up to model year 10/2006 and conversion  

adapter
680410

1b 1.9 kW, up to model year 10/2006 and conversion 
adapter

680411

1c 1.3 kW, from 11/2006 28380
1d 1.9 kW, from 11/2006 28390
2 Cutting wheel set
2a Cutting wheel set for TPF 120/154, 

up to model year 10/06
680083

2b Cutting wheel set for TPF 1.3/1.9, 
from model year 11/06

680084

3 Flange seal 680030
4 Float switch
4a 10 m cable, "EX-protected" 680027

Pos. Description Article #
4b 20 m cable, "EX-protected" 680028
4c 30 m cable, "EX-protected" 680029
5 Cable bend protection with counter nut 680085
6 Rolling ring, backwater flap and flap stay 680054
7 Battery 680034
8 Control unit
8a Mono for TPF 120 and TPF 1.3 Standard 680088
8b Mono for TPF 120 and TPF 1.3 Comfort 28759
8c Mono for TPF 154 and TPF 1.9 Standard 680089
8d Mono for TPF 154 and TPF 1.9 Comfort 28761
8e Duo for TPF 120 and TPF 1.3 Standard 680092
8f Duo for TPF 120 and TPF 1.3 Comfort 28762
8g Duo for TPF 154 and TPF 1.9 Standard 680093
8h Duo for TPF 154 and TPF 1.9 Comfort 28763




